24"MIN. |

/

DRAWN BY: KMC
APPROVED BY: VHS
DATE REVISED: 11/30/05

AT EXISTING MANHOLE

N\ BOOT VA
| “;/ CORE DRILL HOLE g
8" PVC SEE MANHOLE .
PIPE SPECIFICATIONS \
ey | | INSIDE DROP
v 5 _ CONNECTIONS
; MINIMUM “|  MAY BE USED
. ON MANHOLES
\ — MINIMUM 2 -2"x 1/2" FIVE (5) FEET
'v : WROUGHT IRON ANCHOR v IN DIAMETER
TO WALL AT 5' INTERVALS S mNMUm
‘ WITH 3/4" STAINLESS :
N STEEL BOLTS. /
: - g"P.V.C. PIPE
& FITTINGS v
M NEW FLOW CHANNEL Y
\ N
FILL WITH GROUT EXISTING BENCH o
: AND FLOW CHANNEL | .
N\ .
] v
S ’ V \ N ‘V\ v e Y ‘V‘ v V
DRAWING NOT TO SCALE
MAY 27, 1994 STANDARD
INSIDE DROP CONNECTION DRAWING NO.

S-11

MURFREESBORO WATER & SEWER DEPARTMENT

\ceawer detaile\e-11 dan Mar 168 20068 10:RR-KA




